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3

224.0[8.81]

352.0[13.85]

544.0[21.41]

256.0[10.07]

608.0[23.93

15.8[0.62

25.45[1.00]

32.15[1.26] | 82.2[3.23]

711.45[28.00]

530.0[20.86

224.0[8.81]

352.0[13.85]

256.0[10.07]

576.0[22.67

15.8[0.62

25.45[1.00]

32.15[1.26] | 31.8[1.25]

0660.65(26.00

495.0[19.48

224.0[8.81]

352.0[13.85]

[
544.0[21.41]
480.0[18.89]

256.0[10.07]

25.45[1.00]

44.8[1.76]

609.85(24.00

455.017.91

224.0[8.81]

352.0[13.85]

416.0[16.37]

[
[
[
[

224.0[8.81]

480.0[18.89

15.8[0.62

[
32.15[1.26] | 57.8[2.27]

559.05[22.00

224.0[8.81]

352.0[13.85]

416.0[16.37]

192.0[7.55]

]
]
512.0[20.15]
]
]

416.0[16.37

]
]
15.8[0.62]
]
]

15.8[0.62

25.45[1.00

32.15[1.26]

508.25[20.00

375.0[14.76

224.0[8.81]

352.0[13.85]

IAN159.7[6.28]

/A\351.7[13.84]

25.45[1.00

32.15[1.26]

335.0[13.18

224.0[8.81]

288.0[11.33]

160.0[6.29]

320.0[12.59]

33.4[1.31]

406.65[16.00

]
]
]
420.0[16.53]
]
]
]

295.0[11.61

256.0[10.07]

96.0[3.77]

256.0[10.07]

355.85[14.00

245.0[9.64]

224.0[8.81]

96.0[3.77]

14.0[0.55]

305.05[12.00

225.0[8.85]

14.0[0.55]

33.4[1.31]

]
]
]
]
457.45[18.00]
]
]
]
]

254.25[10.00

151.0[5.94]
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SLIDE
LENGTH

TRAVEL
LENGTH

TRAVEL LENGTH +3.0

9.5%94.6(2X
0.37*¢0.18] ¢0.1 8]

SLIDE_LENGTH

#4.6%9.5(2X
[ Te0.18%0. 37]&

e S

37.5 [1.48]

A
5

12.7 [0.50]

A

MADE FROM DATE TIME

15.8 [0.62]
49.20 [1.94]

9.4 [037]
E+0.5

SLEW/N

9.4 10371
A

10.5*¢4.6(TYP)
[0.41%90.18] \

T T P

;i_cé - < a—g—qg—ﬂ]—?—eﬂg

Y
\10.5*¢4.6(TYP)

éo .41%90,18] M
0 [0.63]

139.0 [5.47]
76.15 [3.00]

==

35.00 [1.38]

4.6%95.3(TYP
[0.18+90.20]

6. 3(TYF')
[#0.24]

¢4 B(TYP)
[#0.24]

640 [2.52]

16.0 [0.63]

TOTERANCES ARE TOTTOWS,
UNLESS OTHERWISE SPECIFIED

XXLXXX]| £0,30[+0.012]
XLXX] | £0.76[+0.031
HOLES | #0.15[+0.0061
ANGLE +]°

@

NOTES :
1. Material Spec:Slide member - cold rolled steel, retainer - galvanized steel,
bearing - carbonized steel, lubricant - anti-wear, high-low temperature grease

DESCRIPTION

[DRW:

1998/06/08
ATE:

CUSTOMER P/N:

2. Loading: 75¢ (34 kgf) based on 18”
3.Functional temperature:5 degree C to 35 degree C (room temperature)

TITLE:

Iilémeling

..vir bringen Sie auf die richtige Schiene A Finish: zinc plated
5. (P1)/Detent force : 1.2+ 0.4kgf/piece

6. (P2)/pull force : 0.3-1.0kgf/piece

7.slide must be measured at the area where ball bearings fully support for slide thickness
8.Slide is provided with disconnect

7 |

MODEL:TSS461 3TA
P/N:
lCLassiFicATION FINISH: SHEET 1 OF 1

5 ‘ | 1

CUSTOMER

www.teleskopschienen-shop.de scALE: MATERIAL:

mmiind

UNIT

6 |



