19.0£0.3

[0.748£0.012]

SIZE(mm)

300

350

400

450

475

500

550

300.0[11.81]

350.0[13.78]

400.0[15.75]

450.0[17.72]

475.0[18.70]

500.0[19.68]

550.0[21.65]

300.0[11.81]

350.0[13.78]

425.4[16.75]

450.0[17.72]

475.0[18.70]

500.0[19.68]

550.0[21.65]

96.0[3.78] [128.0[5.04]| 96.0[3.78]
64.0[2.52]
96.0[3.78]

96.0[3.78]

128.0[5.04]
96.0[ 3.78]
128.0[5.04]
96.0[3.78]

128.0[5.04]
96.0[3.78]
128.0[5.04]
128.0[5.04]

128.0[5.04]
128.0[5.04]
160.0[6.30]
128.0[5.04]

128.0[5.04]
160.0[6.30]
192.0[7.56]
160.0[6.30]

128.0[5.04] [ 160.0[6.30]

TRAVEL LENGTH #0.3 SLIDE LENGTH

32.00<TYP> 16.00CTYP)

[0.630]

_<

= = A
A

16.00CTYP)
[0.630]

B3.0CTYP)
[80.197 ]

ey

{ 35.00 32.00<TYP)

k [1.378] [1.260]
B o
[ x | 27 ] C
CHUNTER. SUNK PHILLE-

SCREV, REFER TO THE
ABOVE FOR DIMENSION
CHECK

AF

NOTES :

1.Material Spec:Slide member-cold rolled steel,retainer-galvanized steel,
bearing-carbonized steel, lubricant-anti-wear,high-low temperature grease

2.Loading: 130# (59 kgf) based on 18"

3.Functional temperature:5 degree C to 35 degree C (room temperature)

4Finish: zinc plated

5.(P1)/Detent fo

6.(P2)/Pull force

7.5lide mu ere ball bearings fully support for slide thickness

8.Slide is pi

@ SCALE:
9.Must use standard M5 counter sunk screw for mounting. o mm [in]

TOLERANCES ARE FOLLOWS UNLESS
OTHERWISE SPECIFIED

XX [XXX]

DESCRIPTION

£0.30 (+0.012)

X [XX] £0.76 [£0.030]
HOLES | 0.15[£0.006]
ANGLE +1°

DRW:

2002/09/19
DATE:

Iilémeling

. vir bringen Sie auf die richtige Schiene:

CUSTOMER P/N:
1.5+ 0.5 kgf/piece

~1.0 kgf/piece

TITLE:
www.teleskopschienen-shop.de

CUSTOMER

mope;: 1SS5319SE
MATERIAL:

P/N:
CLASSIFICATION CKD: FINISH:
I 6 5
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